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1 
My present invention relates fo an improved 
fountain paint brush of the type including a hol- 
low handle brush and having communication 
with the bristles so that under control of a cut- 
off valve, paint from an elevated source of sup- 
ply may flow through a flexible tube into the 
handle for application by the brush without the 
need for continual dipping into the paint supply. 
The use of the device of my invention will 
result in a saving in rime and Lu more eflïcient 
ancl smoother painting. 
In the accompanying drawings I bave illus- 
trated one complete example of the physical em- 
bodiment of my invention, according  the best 
mode I bave thus far devised, but if will be under- 
sod that various changes and alternations may 
be ruade in the examplifled structure within the 
scope of the appended claire. 
In the drawings: 
Fig. 1 is an elevational view of the invention. 
Fig. 2 is a vertical sectional view of the brush. 
Fig. 3 is a view taken on line 3--3 of Fig. 2 and 
Fig. 4 is a view taken on line 4--4 of Fig. 2. 
Referring now  the drawings I bave illustrated 
the present preferred embodiment of my inven- 
tion as comprising a paint brush having a tubular 
handle 2 and the frame 4 open af ifs lower side 
5 fo receive the perforated bristle base 6 form- 
ing a chamber 6 above the base 6 for the bristles 
10. The base is secured by removable pins I I 
and flts snugly therein. Openings 12 communi- 
cate between the chamber and the bristles and 
on the under side of the frame I use a pair of 
spaced ribs 14 for the fiat cut-off valve 16 which 
bas a pin 16 and butin 19, the pin being mov- 
able in slot 22  close the lower end of the tubu- 
lar handle. 
The upper end of the handle bas a nipple 24 
ribbed ai 26 o receive the end of hose 26 which 
is connected o a nipple 30 in the botom of paint 
can 32 supported by bail 34 from hook 36. 
It will be apparent that with a supply of paint 

2 
in the bucket the paint will flow through the hose 
to the handle and if the valve is open will flow 
fo the bristles from which if may be brushed on 
the surface to be painted. The quantity of flow 
 may of course be set by partially closing the 
valve, and with a long flexible hose, the painter 
will cover a larger surface in a given period of 
rime by eliminating the brush dipping and wip- 
ing operation. 
10 I-Iaving thus fully described my invention what 
I claire as new and desire fo secure by Letters 
Patent is: 
A paint brush having a tubular handle ermi- 
nating in a top wall forming par of a frame, a 
1 bottom opening in the frame, a perforated bristle 
base removably secured in the botom opening of 
the frame, said frame and base deflning an in- 
terior chamber, a pair of opposed ribs in the frame 
spaced from each other and from he top wall 
20 of the frame, a fiat cut-off valve slidable in the 
chamber, the valve being a the lower end of 
the tubular handle for valving a flow from said 
handle into said chamber and being supported 
by said ribs, an operating button for he valve, 
2 a pin connecting said valve and said button, a 
slot in the top wall of the frame, said pin pass- 
ing vertically through said slo positioning said 
button exterior of the top wall of he frame, 
bristles in said. base, and an upper nipple on the 
30 handle, said nipple being connectable by a flexi- 
ble hose to a pain supply. 
 OSS. 
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